Claims 

1. Electrical plug connectors with 

- aNcylindrical plug (20), 

- a counterplug (1) which is complementary to plug (20), 

- \ a bayonet ring (2) which is rotatable about the housing 

(8) of the counterplug (1) for locking the plug (20) into the 
counterplug, 

characterised by the fact that the bayonet ring (2) for the locking of the plug 
connector inthe direction of plug insertion can be pushed on the housing (23) 
of the plug (20) until at least one locking device of the bayonet ring (2) 
interlocks with the plug housing (23) and that the bayonet ring (2) for the 
unlocking of the plug connector can be rotated about the counterplug housing 
(3) \ 

2. Plug connector according to Claim 1, characterised by the fact that 
locking device has at leafet one spring tongue (5,6 and 7) moulded on the 
bayonet ring (2) and running in the direction of the plug insertion with an 
inward-pointing peg (8) and\hat the circumference (53) of the plug housing 
(23) has at least one sliding channel (34) which is able to receive the peg (8). 

3. Plug connector according to Claim 2, characterised by the fact that the 
starting area (35) of the sliding channel (34) runs substantively at an angle to 
the direction of plug insertion andVhat the terminal area (36) of the sliding 
channel (34) runs substantively parallel to the direction of plug insertion, 
where the terminal area (36) has at laist one locking lug (41) which can be 
negotiated by the peg (8), where both aAas (35,36) run into the front face (37) 
of the plug housing (23) \ 

4. Plug connector according to Claims lXcharacterised by the fact that the 
bayonet ring (2) has at least one outward-pomting pin (4) and that the plug 
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housing (23) has\at least one lever arm (47, 48) which can be rotated vertically 
to the direction off plug to grip the pin (4) 



5. Plug connector according to Claim 4 characterised by the fact that the 
bayonet ring (2) hate two diametrically opposite pins (4) and that the plug 
housing (23) has twb diametrically opposite L-shaped lever arms (47, 48) 
which are linked togetmer by a substantively semicylindrical C-strap (24) 
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6. Plug connector according to Claim 1, characterised by the fact that a 
collar (27) which can be\pushed forwards or backwards in the direction of 
plug insertion is arranged about the plug housing (23) 



7. Plug connector accoraing to Claim 6, characterised by the fact that the ) 
stop element is a circlip (25) ^hich can be fixed to the circumference of the 
plug housing (23) 

8. Plug connector according tht Claim 6, characterised by the fact that a 
-pressure spring (66) rests against a fi\st stop (63) of the collar (27) and against 

a second stop (26) of the circlip (25\ so that in the case of an incomplete 
insertion of the bayonet ring (2), the lafter is pushed back through the front 
face (70) of the collar (27) 
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9. Plug connector according to Claim 1, characterised by the fact that 
after the complete insertion of the bayonet rW (2), the collar (27) rests on the 
spring tongues (5,6 and 7) \ 



